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Abstract  
The down-dip (40o) portion turbidite Cenozoic deposits of the western sag structure in the Bohai bay 
has been characterized for stratigraphy. Laterally tracking continuity in temporal data becomes 
challenging with increase in offset. In achieving this and ground-truthing results from core data, spatial 
data is indispensable. A good subsurface resolution on seismic data is key to understanding both the 
distribution and extent of lithological units earlier identified as hydrocarbon prolific. Rock physics and 
petrophysical properties when understood and appropriately utilized does well in showing vital 
correlations inherent in subsurface lithological units. Deterministic approach to linking pattern on logs 
proved slightly useful in this study. Each have its’ distinct depositional cycle ranging from 3 cycles for 
wells 13-2, 35-4 and 46-2  to 4 cycles for 24-5. It has been discovered that well 13-2 has less complex 
structure while well 46-2 is most distal occurring at the toe of the sag structure, has the most complex 
geometry. However, hidden vital information became obvious when methods of seismic interpretation 
and post-inversion multiattribute analyses were used within the same cross section to discover subtle 
alternating channel sand lobes that is explorable within an unfaulted and slightly com-pacted 
synsedimentary sequence. These were presented in log panels, cross-sections and maps. 
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1. Introduction and study area 
The sub-hill Xinglontai Majuanxi structure has the prolific Shahejie formation as its major 
hydrocarbon reservoir, with series of deposition episodes being recorded over the Paleogene 
to Neogene in the Cenozoic. The extensional setting of the Basin in Northern China (Figure 1) 
was part of the tectonic changes that initiated the opening of the volcanic basements, frac-
turing it and creating the containment and accommodation for the emplacement of the sedi-
mentary rocks. Series of horst and graben developed in middle Eocene during the deposition 
of the middle Shahejie formation. Consequently different architectural pattern emanated from 
the synsedimentary processes. 
1.1 Features of depositional environment on logs 
Variations within formations are generally reflected on signatures of Spontaneous Potential 
(SP), hence the use of this kind of log for correlation and lateral delineation of bed continuity. 
Although in this case, well spacing was well more than a thousand meters thus making late-
ral correlation a tedious exercise [2,11-12,16,19-20]. Depositional environment delineated and 
interpreted were quite divers and the history of lithological formations were more projected 
than succinct. Sand thickness was used in interpreting depositional history by computing the 
depth between inflection points on SP log signatures [1,3-5,21,26-27,50]. This was juxtaposed 
with the computed volume of shale (SPVCl) shown on track 3 of depositional environment log 
panel. A fundamental rule of interpretation gives a clean formation nomenclature to high 
negative log signatures that is well sorted while on the contrary there is an increase in volume 
of shale [8-11,51]. 
 
Figure 1 Location of Liaohe subbasin[24] (Modified) 
Rapid change in energy distribution was also observed as a result of sharp breaks in signa-
ture continuity typifying sand and shale units. Here, a meager change in fluvial or marine 
energy or water depth heralds a high probability of a switch in depositional environment 
[7,9,12,19,34-36,43,52]. On the contrary, stable conditions would likely result from a wide or 
gradual transition on SP curves, thus show few variations in environment of deposition. 
Rapid fluctuations in conditions of depositions are presented in SP logs as curves with serra-
ted edges. A decrease in sedimentation rate consequently and general decrease in deposi-
tional energy (fluvial), will give a picture of a maximum flooding surface having an affinity 
for shale [20,30,34-36,45-46,49,52]. This causes the upward decrease of SP signature towards the 
shale base line. Overall geometry of curves was used to characterize lithological units [3-6,23-24]. 
This used features such as contacts (upper and lower), curve/signature shapes (bell shape – 
decreasing upwards, funnel shale – increasing upward, cylinder shale – stable and irregular 
– rapid fluctuation), and curve characteristics (smooth, serrated and complex) [7,11,27-28,34,36,]. 
These were the parameters sought on the lithology log used. An attempt was also made to 
understand the origin of the various shapes delineated.  
On seismic data, polarity of wavelet was used to delineate break in reflection energy in 
2D seismic data [2,12,19,28,33]. Termination of dominant reflection patterns against the top or 
base of a sequence was accounted for as the peak of a depositional episode while facie pattern 
preservation was used as a considerable variation on energy of deposition per time in a single 
sequence [10,19,41,46]. This was done down dip within the well offset space. These were the 
methods used in interpreting the logs for their depositional environment and lateral expression 
of lithologies. The following environments were delineated; Transgressive and Regressive 
marine, Channel and Point bars, and Transitional Deltaic [2,21,37]. 
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2. Results 
2.1 Interpretation of curve geometry and contacts on well logs 
Transgressive marine environment starts the depositional sequence in Well13-2. This is a 
gentle serrated bell shaped gradational signature [3]. Well13-2 is typically characterized by 
cycles of transgressive-regressive depositional sequences with various contacts ranging from 
gradational to aggradational and progradational signature geometries [16,23,32,35]. Vertices of 
curve shapes are not in any way smooth typifying non deltaic sequences and less of highstand 
deposits. Serrated and complex edged signatures characterize the log cross section of Well13-2 
(Figure 2 and 6). Towards the end of the first quarter of the total log run of Well13-2, back 
to back or repeated deposit of transgressive and regressive signatures were delineated sig-
nifying a time of continual episodic progradation which was characterized by different depo-
sitional energy [27,34-35,40]. This most proximal well has more of fairly massive deposits with 
less than 45% of it having volume of shale greater than 50%. This translates to an average 
density of between 2.64 and 2.68. The shaleier portion coincides with the peaks of retrogra-
dational sequence preserved as flooding surfaces and at some instances, marks the onset of 
progradational regressive marine sequences [46-47,50,52]. This well of the 4 studied is less com-
plex in deposits due to the delineated curve patterns and mature contacts compared to the 
others. We could only identify 3 major depositional cycles as seen in the bigger colored arrows 
and triangles. 
More complex log signatures characterize Well24-5. The thickest of the delineated sequence 
is about 30 metres occurring in about 2 locations in the log run with one at the base and ano-
ther towards the top. The one at the base is a serrated Transgressive marine to channel bar 
deposit [41,44]. The shape is bell and is 25% shale (Figures 3 and 6). Above and beneath it 
are also deposits with similar pattern though not as thick as this but appearing stacked and 
only interfiled by a brief regressive unit. Typically, the smallest unit is a high stand cylindrical 
shaped smooth edged deposit occurring intermittently within the log section. Patterns observed 
ranges from abrupt to gradational (both forward and back stepping sequences) [33,44,47]. 
Irregular, bell, funnel and cylindrical signature shapes are well preserved with most having 
serrated edges. 4 main depositional cycles are delineated all arising from minor sequences 
that are transgressional, regressional and fluvial (channel and point bars) [1,13,17,34].  
 
Figure 2 Petrophysical analysis for Well13-2 showing hydrocarbon presence in blue ovals  
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 Figure 3 Petrophysical analysis for Well24-5 showing hydrocarbon presence in purple ovals 
 
Figure 4 Petrophysical analysis for Well35-4 showing hydrocarbon presence in gold ovals 
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 Figure 5 Petrophysical analysis for Well46-2 showing hydrocarbon presence in green ovals 
As the field progresses down dip, depositional sequences become more complex and so 
erratic in pattern and signature. Thus the significant difference seen in the delineated se-
quences of well 1 and Well24-5, Well35-4 and Well46-2 confirms this. Well35-4 starts with a 
regressive serrated funnel shaped deposit that is progradational, increasing upward [1,6,19,32]. 
The contact with the overlaying sequence is gradual grading into a gentle regressional bell 
shaped sequence (Figures 4 and 7). More than 79% of formations in this well have volume 
of shale below 30%. A significant shale unit is observed capping the first one third segment 
of the log section. This level is a potential maximum flooding surface for the area, typifying 
the base of the channel body delineated on the seismic data and a little above it marks the 
top of the nose of the channel bar body [19,32]. As with wells 13-2 and 24-5, the geometry is 
either complex or serrated and never smooth [36-37]. This is probably because of the origin, 
nature and depositional pattern of the sediment. This will be presented in the following section. 
3 depositional cycles are inferred from this log section. They appear as short episodic progra-
dational to aggradational and regressional sequences within few larger cycles delineated. 
The lower portion of Well46-2 has complex geometry due to its location as the most distal 
of the 4 wells. 3 distinct major sequences were delineated here. Minor deposits undelays the 
log section starting from bell shaped serrated section that regressed and transformed into a 
series of repeated prograding sequences before regressing again [37,50-52]. The shale blankets 
seen on the previous well has now become more obvious appearing in a cyclic manner. The 
upper portion has thicker sand deposit which translates to the thicker part of the channel 
body 2 delineated. The overall volume of shale more in the middle to lower portion at 60% 
while the upper part of the logs section mostly characterized by the bell shaped massive 
fairly serrated deposit, the mid part of the second channel body (Figures 5 and 7). Contacts 
between sequences on signatures of Well46-2 are more distinct than others although not 
abrupt, they are still gradational. Curve characteristics are serrated to complex [19].  
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2.2 Depositional environment on well logs 
Depositional environment fluctuates between fluvial to transitional and marine environments. 
Across all wells these patterns were represented. Disparities observed from one well to another 
is a function of record of episodic strata deposition characterized by energy of the depositional 
event and the nature of sediment deposited [11]. Predominantly, fluvial to marine environment 
is interpreted for Well13-2 (Figures 6, 8 and 9).  
   
Figure 6 Depositional Environment and sequence analyses panel for Wells 13-2 and 24-5 
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Some highstand portions are characterized by stable cylindrical shaped signature typical of 
transitional-deltaic environment [16]. This zone is observed to have average volume of shale of 
about 62%. This blocky signature could be a poorly sorted tidal or alluvial sand ridge. Aggrada-
tional non-serrated signature patterns inter-pret as stable high energy transitional depositional 
conditions with proactive finning upward  deposition truncated by shale blankets [11,46,48]. 
Channel-point bar, alluvial sand ridge deposits having a plunging basal nose shaped pattern 
is characteristic of this subsurface section [43,45]. The log signatures are bell shaped with 
serrated edges signifying rapid transitions in energy with destructive conditions.  
    
Figure 7 Depositional Environment and sequence analyses panel for Wells 35-4 and 46-2. 
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 Figure 8 Interpreted 4 wells lateral correlation with strips of petrophysical analysis overlay 
This is the most predominant environment of deposition for Well24-5 (Figures 6, 8 and 9). 
Contacts against other suggested environment are distinct and spell a rapid switching in 
energy of deposition. Regressive marine environment follows as the second dominant depo-
sitional condition. It is characterized by funnel shaped curves with serrated edges. They are 
progradational and complemented by the more stable high-stand blocky deposits of transi-
tional (fluvial to deltaic marine) origin. Some of these have complex mixed signatures and 
fairly distinct contacts with adjoining transgressive-regressive deposits [43,45,51-52]. 
The frequency of repetition of the predominant Channel bar and alluvial sand deposit is sig-
nificant. These sequences appear in more than 25 points on the log as indicated with right 
tilting orange colored arrows that populates the log section. The curve characteristics is 
serrated and complexly preserved as bell shaped signatures. The contact these signatures 
makes with adjacent formations are gradational to abrupt, with the abrupt seen at transition 
between regressional and channel sequences [40-42]. Formations deposited in regressional 
environment are the next popular features of Well35-4 (Figures 7-9). These sequences take 
the funnel shape, some also with serrated edges but often having non-distinct contact with 
adjacent units especially the overlaying deltaic sequences. The deltaic sequences are not 
well represented in Well35-4 but for the middle of the sequence where a cyclic log replication 
of the nose of the delineated channel sand body overlaps. Depositional environment did not 
significantly change in observed pattern from Well35-4 to Well46-2. The first environment 
characterized by the deposit of Well46-2 is the channel bar/ alluvial sand ridge (Figure 7-9). 
Conformably overlaying this are two repeated sequences of regressional marine deposit typi-
fied by its funnel shaped curves [1,6,19,42,52].  
The pattern degenerates further into a brief (<25 m) channel bar unit that transforms 
into another repeated regressive marine environment deposit having abrupt contact. Thus 
the cycle progresses within the log section it was interjected by two conformable transitional 
deltaic formations corresponding to the middle of the channel sand body 2. Generally, the 
irregular curve shapes dominates. They are primarily either having decreasing upward signa-
tures increasing upward signatures or highstand/ stable to blocky cylindrical signature with 
gradational to abrupt contacts/ bedding planes [9,12,16,35]. 
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3. Interpretation on seismic data 
3.1 Lateral horizon tracking and facies delineation 
Right across the subsurface formation studied, are two prominent horizons that are clearly 
marked through the span of the 3D seismic data. The first is identified at the base of the 
section while the other caps the section. Both are marked as black broken lines on Figure 
10. Both horizons were tracked using dominant positive reflection on the seismic section. 
This represents the more parallel facies having conformable contacts with underlying and 
overlying reflections [2,9,12,21,24]. However, within this isolated segment are observed various 
facies patterns typical of different depositional environment. The reflection patterns range 
from chaotic to parallel, sub-parallel and sigmoidal. The chaotic portions are those occurring 
within the isolated channel lobe interpreted (Figure 10).  
 
Figure 10 Seismic line with 4 wells and outline of stratigraphic and structural imprint 
This style is seen in both channel bodies 1 and 2 (Figures 10-11). The nose or tip of channel 
body 1 culminates in a transgressive-regressive portion of Well35-4. This appears as a folded or 
back-stepped portion indicating an encapsulation of the channel unit preserved as body 1. Pre-
dominantly, channel body 1 has more disseminated formation and thus is not preserved as 
parallel facies. This is typical of high energy of deposition within a fluviomarine system [21,28,33]. 
On the converse, channel body 2 has reflections that are gentle with parallel to sub-parallel 
reflection patterns interpreted. The facies underlaying channel body 2 (i.e. those occurring 
beyond channel body 1) are characterized by sigmoidal to chaotic reflection patterns signi-
fying medium to high energy of deposition within a dipping containment (Figure 10-11). A 
high mix of shale units must be present and has been validated by the log signatures inter-
preted earlier. Volume of shale here is well above 60% and constitutes the toe of the dipping 
stratigraphic receptacle. Both channel bodies 1 and 2 are interpreted as reservoir units with 
high hydrocarbon saturation recorded. The segment interpreted is the sub-faulted portion and 
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settles under the influence of gravity naturally [20,33,38]. The structural configuration observed 
above it is probably as a result of the pressure exerted on the stable formation deposited 
post-slope progressively filling the space available. It is observed clearly that reflection patterns 
beyond the interpreted segment are predominantly parallel but well faulted. However, this 
structural influence stopped on the top of the channel sand body 2, obviously a distinction 
made of facies and consequently of depositional environment. 
 
Figure 11 Interpreted seismic line with 4 wells and outlined channel facies 
3.2 Petrophysical/ Rock physics properties analyses 
Well35-4 is most hydrocarbon prolific in the study area (Figure 4 and 8). Average porosity 
on this well is 25% with permeability of 175mD. Other 3 wells have porosity significantly less 
than 24% and fair permeability. Hydrocarbon saturation is very good at above 65% on the 
average (Figure 10 and 11). Multiattribute seismic derived petrophysical properties over the 
area indicates unique patterns outlining the 2 channel bodies and isolated as triangles 
(Figure 12). Elastic Impedance (EI) 10, 20 and 30 evaluation supported petrophysical ana-
lyses (Figures 2-5). Their orthogonal occurrence well outlined. Evidently from Figures10 and 
11, all seismic facies are likely candidates for hydrocarbon accumulation. However those that 
occur at the flanks and middle of the channel bodies are most preferred. Also the chaotic facies 
have higher percentage of shale thus having lower permeability except for where the shale 
marks boundaries of major stratigraphic envelops delineating the channel bodies as seen in 
Figures 10 and 11. Cross plots of rock physics and petrophysical properties assisted in defining 
distributions of rock types by depth.  Porosity – between 0.10 and 0.25, Permeability – between 1 
and 1.8mD, VCl – between 0.2 and 0.4, Shc – between 65% and 76%. Vp~ (5.6-6.0km/s) 
and Vs~ (2.6 -3.0km/s). EI 10, 20 and 30 did well in complementing petrophysical information. 
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Direction of deposition current was for lobe 1, north-south (basin-ward). This was followed 
by series of transgressive-regressive periods of current and sediments were deposited 
accordingly. Alternating wedge patterns were observed on surface maps captured over the 
study area covering the 4 wells.  
   
Figure 12 Petrophysical properties map extract with channel outline. Left is Permeability, 
right is porosity 
4. Conclusions  
Two alternating alluvial channel sand lobes were delineated with an average of 400 dip and 
average thickness of 127 meters for lobe 1 and 107 meters for lobe 2. Facies and depositional 
environment of the alternate channel bodies in the flank of the sag structure has been ana-
lyzed and described from well logs, petrophysical data and seismic data. Curve geometry 
and contacts on well logs have been interpreted and depositional cycles delineated for the 4 
wells. Each have its’ distinct depositional cycle ranging from 3 cycles for wells 13-2, 35-4 
and 46-2  to 4 cycles for 24-5. It has been discovered that well 13-2 has less complex struc-
ture while well 46-2 is most distal occurring at the toe of the sag structure, has the most 
complex geometry. From the depositional environment analysis on well logs, a fluvial to 
transitional marine environment has been depicted for all wells. Rock physics evaluation 
done on all 4 wells using EI results in a good correlation for hydrocarbon saturation especially on 
well 35-4 being the most hydrocarbon prolific compared to other wells and the hydrocarbon 
saturation generally has been determined to be good with average value of 0.65. 
Acknowledgement 
The authors appreciate the support of MOST-CASTEP for research grant and workstation 
provided. Liaohe oil field operators are also appreciated for release of data and permissions. 
The inputs of anonymous reviewers are much appreciated. 
References 
[1] Ainsworth RB. Sequence stratigraphic-based analysis of reservoir connectivity: in-
fluence of depositional architecture – a case study of a marginal marine depositional 
setting. Petroleum Geoscience2005: EAGE/ Geological Society, London. 11, 257-
276. 
[2] Anderton R. 1985: Clastic facies models and facies analysis. 31-47. 
O. J. Rotimi, Z. Wang, E. Enaworu, D. Alaigba/Petroleum & Coal 57(6) 635-649, 2015 646
[3] Amajor LC and Lerbekmo JF. The Viking (Albian) Reservior Sandstones of Central 
and South-Central Alberta, Canada. Part II. Lithofacies Analysis, Depositional 
Environment and Paleogeographic Setting. Journ. of Petr. Geol 1990. Vol. 13 (4). 
P 421-436. 
[4] Archie GE, 1942: The electrical resistivity log as an aid in determining some reservoir 
characteristics. Journal of Petroleum Technology, 5, pp. 54-62. 
[5] Archi, G. 1950: Introduction to Petrophysics of reservoir rocks. Tulsa. 
[6] Archie, GE. 1953: Practical Petrophysics. Part 1- Principles, Shell TS, Houston, p.V:C:1. 
[7] Asquit G, Krygowski D. 2006: Basic Well Log Analysis. AAPG Methods in Explora-
tion Series, 16. Manchester, United Kingdom. 2, pp.23-59. 
[8] Asquith GB, and Gibson CR. 1982: Basic Well Log Analysis for Geologists. 3rd 
Printing, Published by American Association of Petroleum Geologists, Tulsa Okla-
homa USA. 216pp. 
[9] Bassiouni Z. 1994: Theory, Measurement and Interpretation of Well Logs. SPE 
Textbook Series Vol. 4. 
[10] Bebedictus, 2007:  Determination of Petrophysical properties from well logs of the 
offshore Terschelling Basin and southern central North Sea graben region, (NCP-
2A) of the Netherland TNO report. 
[11] Boggs S Jnr, 2006: Principles of Sedimentology and Stratigraphy, 4th edition. Pear-
son Prentice Hall. Pp. 289 - 303, 349 – 364. 
[12] Boggs S Jnr, 2009:  Petrology of Sedimentary Rocks. Second edition. Cambridge 
University Press. The Edinburgh building, Cambridge CB2 & RU UK. 
[13] Catuneanu D. 2006: Principles of Sequence Stratigraphy: Elsevier Radarweg Publi-
shing. 29, P.O. Box 211, 1000 AE Amsterdam p 42-54. 
[14] Catuneanu O. Bhattacharya JP, Blum MD, Dalrymple RW, Eriksson PG, Fielding 
CR, Fisher WL, Galloway WE, Gianolla P, Gibling MR, Giles KA, Holbrook JM, 
Jordan R, Kendall CGStC, Macurda B, Martinsen OJ, Miall AD, Nummedal D, 
Posamentier HW, Pratt BR, Shanley KW, Steel RJ, Strasser A and Tucker ME. 
2010: Sequence stratigraphy: common ground after three decades of develop-
ment. EAGE First break, 28. 
[15] Corredor F, Shaw JH, and Bilotti F. 2005: Structural Styles in the deepwater fold 
and thrust belts of the Niger Delta. AAPG Bulletin, Vol.89, No. 6, Pg.753-780. 
[16] Crain ER. 2005: Crain's Petrophysical Handbook, Society of Petrophysicists and 
Well Log Analysts, P.1-28. 
[17] Dake LP. 1998: Fundamentals of Reservoir Engineering. Seventeenth Impression. 
Elsevier Science B.V. P.O Box 211, 1000AE Amsterdam, The Netherlands. 
[18] Davies DK. 2002: Foundation of Petrophysics. Petroskills Training, Vol. B. 
[19] Davies DK and Ethridge FG. 1975: Sandstone Composition and Depositional Environ-
ment: Amer. Assoc. Petrol Geol. Bull., Vol.9, Pp. 239-264. 
[20] Djebbar T and Donaldson EC. 2004: Petrophysics: theory and practice of measuring 
reservoir rock and fluid transport properties. Gulf Professional Publishing, Elsevier. 
[21] Ellis and Singer, 2008:  Well Logging for Earth Scientists Second Edition. Publi-
shed by Springers. P.O.Box 17, 3300AA Dordrecht, The Netherlands. 
[22] Nichols G. 2009:  Sedimentology and Stratigraphy, Second Edition, Wiley-Blackwell 
publishing. John Wiley and Sons Limited. P0119 8SQ UK. Pp. 247 – 261. 
[23] Gueguen Y, and Palciauskas V. 1994: Introduction to the Physics of Rocks. Princeton 
University Press. 
[24] Hao F, Zhou X, Zhu Y, Bao X, and Yang Y. 2009: Charging of the Neogene Penglai 
19-3 field, Bohai Bay Basin, China: Oil accumulation in a young trap in an active 
fault zone. AAPG Bulletin, DOI:10.1306/09080808092. Vol. 93, no. 2, Pp. 155–179. 
[25] Hassan, 2009:  Sedimentology and Quantitative Well Logs Petrophysical Parameters, 
Lower Qishn Clastic Reservoir, Masila Oilfield, Yemen Faculty of Earth Sciences, 
King Abdulaziz University, Jeddah, Saudi Arabia. 
O. J. Rotimi, Z. Wang, E. Enaworu, D. Alaigba/Petroleum & Coal 57(6) 635-649, 2015 647
[26] Hilchie DW. 1978: Applied open hole log interpretation, Golden, Co, D.W. Hilchie Inc. 
[27] Hingle AT. 1959: "The Use of Logs in Exploration Problems" Society of Exploration 
Geophysicists, 29th Meeting. 
[28] Yu HS and  Lu JC. 1995: Development of the shale diapir-controlled Fangliao Canyon 
on the continental slope off southwestern Taiwan, Division of Marine Geology and 
Geophysics, Institute of Oceanography, National Taiwan University, Taipei, Taiwan, 
Republic of China. 
[29] Krygowski DA. 2003: Guide to petrophysical interpretation. Houston Texas USA. 
[30] Kulke H. 1995: Regional Petroleum Geology of the World. Berlin. 
[31] Le Blanc RJ. 1972 Geometry of Sandstone Reservoir Bodies; Amer. Assoc. Petrol. 
Geol. Vol. 18. Pp. 155-205. 
[32] Li Y. 2006: "Facies identification from well logs: a comparison of discriminant 
analysis and naive bayes classifier". Journal of Petroleum Science and Engineering. 
[33] Dean L. 2007: Reservoir Engineering for Geologists. Part 3 – Volumetric 
Estimation, Fekete Associates, Reservoir Issue 11. 
[34] Mascle, 1973: Diapiric Structures off Niger Delta. The American Association of 
Petroleum Geolopistr Bulletin V. 57, No. 9. 
[35] Allaby M. 2008: Oxford Dictionary of Earth Sciences. Published by the Oxford 
University Press Inc. New York. 
[36] Morley, 2010: Deepwater fold and thrustbelt classification, tectonics, structure 
and hydrocarbon productivity: A review. 
[37] Olabode SM. 2010:  Resolving the Structural Complexities in the Deepwater 
Niger-Delta Fold and Thrust Belt: A Case Study from the Western Lobe, Nigerian 
Offshore Depobelt Search and Discovery Article #10289. 
[38] Pettijohn FJ. 1975: Sedimentary rocks. Third edition, Harper and row pub. pp.201-250. 
[39] Ravenne C. Eschard R, Galli A, Mathieu Y. 1989: Heterogenetics and geometry of 
sedimentary bodies in a fluvio-deltaic reservoir; Society of Petroleum Engineers 
Formation Evaluation, p. 239-246. 
[40] Reading HG. 1978: Sedimentary Environment and Facies Oxford, Blackwell Science. 
Publ. London 576p. 
[41] Reijers J. 1996: Sedimentary Geology and Sequence Stratigraphy in Nigeria and a 
Field Guide.  
[42] Webster R and Oliver MA. 2007:  Geostatistics for Environmental Scientists John 
Wiley & Sons Ltd, The Atrium, Southern Gate, Chichester, West Sussex PO19 
8SQ, England. 
[43] Rider M. 1986: The Geological Interpretation of Well Logs. New York: John Wiley & Sons.  
[44] Rider MH. 2002: Well Geological Interpretation of Well Logs: Interprint Ltd. Malt. 
Pp. 280.  
[45] Slatt RM. 2006: Stratigraphic Reservoir Characterization for Petroleum Geologists, 
Geophysicists, and Engineers. Elsevier publishing  Radarweg 29, PO Box 211, 1000 
AE Amsterdam, The Netherlands. 
[46] Schlumberger, 1989: Log interpretation principles/ application. Schlumberger 
educational services. Houston, Texas. 
[47] Selley RC. 1998: Elements of petroleum geology. Department of Geology, 
Imperial College, London United Kingdom, 37-145. 
[48] Selley RC. 2000: Applied Sedimentology. Second edition. Royal school of mines, 
Imperial College London. Academic press. Pg. 56 – 82. 
[49] Serra O. 1985: Schlumberger sedimentary environments from wireline logs; Manual, 
p. 210. 
[50] Sneider, JS. 2003: Shelf Margin Deltas and Associated Deepwater Deposits: Impli-
cations on Reservoir Distribution and Hydrocarbon Entrapment, Block VI-1, Ulleung 
Basin, East Sea, South Korea.  Sneider Exploration, Inc. 2203 Twin Oaks Blvd. 
Clear Lake Shores, Texas 77565. 
O. J. Rotimi, Z. Wang, E. Enaworu, D. Alaigba/Petroleum & Coal 57(6) 635-649, 2015 648
[51] Sprague ARG, Garfield TR, Goulding FJ, Beaubouef RT, Sullivan MD, Rossen C, 
Campion KM, Sickafoose DK, Abreu V, Schellpeper ME, Jensen GN, Jennette DC, 
Pirmez C, Dixon BT, Ying D, Ardill J, Mohrig DC, Porter ML, Farrell, ME, and 
Mellere D, 2005:  Integrated slope channel depositional models: The key to 
successfull prediction of reservoir presence and quality in offshore West Africa. 
CIPM publishing. 
[52] Timur A. 1968: An investigation of permeability, porosity and residual water satu-
ration relationships for sandstones reservoirs; the log analyst, v.9, p.8-17. 
[53] Toby D. 2005: Well Logging and Formation Evaluation, Gulf Professional Publishing, 
USA. 
 
O. J. Rotimi, Z. Wang, E. Enaworu, D. Alaigba/Petroleum & Coal 57(6) 635-649, 2015 649
